
Technology Standard

IEEE 802.3 10Base-T Ethernet
IEEE 802.3u 100Base-TX Fast Ethernet
IEEE 802.3ab 1000Base-T Gigabit Ethernet
IEEE 802.3af Power Over Ethernet
IEEE 802.3at Power Over Etherent

Interface
Data Input Port 10/100/1000Mbps TP 1-Port

PoE output port 10/100/1000Mbps TP 1-Port

Performance

PoE Max. 60Watt  

Power Pin Midspan +(1,2)(4,5), - (7,8)(3,6)

LED Indicator
System: Power x 1 (green)
PoE Port: Active, PoE ready-in-use 
x 1 (green)

PoE Power 
Output

48V ~ 56V

Operating 
Environment

Temperature Operating: 0°C ~ 40°C, Storage: -40℃ ~ 70℃

Humidity 10 ~ 95% (Non-condensing)

Power Supply 100~240VAC, 50/60Hz

Dimension 62.5mm(W) x 138.5mm(D) x 31.8mm(H)

Weight 182g

Model Type Specification

SFC501G POE 10/100/1000Mbps TP 1-Port, 60Watt, PoE Injector

Specifications

Ordering Information

 1-Port PoE, Max. 60Watt

 Transmission Distance Max. 100m

 220VAC Power built-in

 Overcurrent Protection Circuit built-in

SFC501G

Gigabit PoE Injector – SFC501G

PoE 10/100/1000Mbps TP 1-Port

PoE Gigabit Injector
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